HERRING  •  HALL  •  MARVIN 


•  Electrically-operated  Vault  Entrances 

•  Drive-In  Windows 

•  Depositories 

Also  in  this  catalogue: 

•  Fire-Resistive  Vault  Entrances 

•  Bank  Counter  Equipment 

other  Herring*  Hall*  Marvin  products  not  shown  in  this  catalogue: 
Safe  Deposit  Boxes;  Steel  Vault  Linings;  Tellers'  Lockers;  Vault 
Ventilators;  Safes  and  Money  Chests  of  all  types;  Insulated  and 
Non-lnsulated  Record  Files;  Steel  Transfer  Files. 


HERRING  •  HALL  •  MARVIN  SAFE  COMPANY 

GENERAL  OFFICES  AND  FACTORY— HAMILTON,  OHIO 

Branch  Offices  in:  New  York,  Chicago,  Boston,  Detroit,  San  Francisco, 
St.  Louis,  Dallas,  Houston,  Atlanta,  Philadelphia,  Minneapolis,  Wash¬ 
ington,  Denver,  Kansas  City.  Other  agencies  all  over  the  world. 


H-H-M  "5-STAR” 


Completely  Automatic 


m 


The  cycle  of  operation  for  opening 
the  vault  door  is  as  follows: 

(1)  After  turning  on  the  power  with 
a  switch  key,  as  described  below, 
the  custodian  operates  the  combi¬ 
nation  lock  in  the  usual  manner. 

(2)  The  custodian  then  pushes  the 
button,  which  actuates  the  mecha¬ 
nism  as  follows: 

(a)  the  locking  bolts  are  with¬ 
drawn; 

(b)  the  pressure  system  is  re¬ 
leased; 

(c)  the  door  swings  open  over 
and  arc  of  180°; 

(d)  the  foot  bridge  is  lowered. 

To  close  the  door,  the  operation  is 
exactly  the  same  in  reverse.  Time 
required  to  open  or  close  the  door 
ts  only  30  seconds. 

Power  is  turned  on  or  off  by  a 
removable  switch  key  held  by  the 
bank  custodian  or  other  authorized 
person.  In  case  of  power  failure, 
the  door  may,  of  course,  be  oper¬ 
ated  manually. 

Convenience  and  saving  of 
energy  are  not  the  only  advantages 
of  the  automatic  operation.  With 
manual  control  there  is  always  the 
danger  of  closing  the  door  before 
the  bolts  are  withdrawn,  causing 
damage  to  the  bolts  and  frame- 


Herring.  Hall.  Marvin  Vault  Entrances 
are  also  available  in  conventional, 
manually-controlled  models,  in  all 
standard  sizes. 


THE  COMPLETELY-AUTOMATIC  “5-Star”  Vault  Entrance,  designed  and 
patented*  by  Herring.  Hall .  Marvin,  takes  its  place  with  other  great  labor- 
saving  inventions  of  the  automatic  age;  with  electrically-operated  adding 
and  tabulating  machines,  with  automatic  elevators,  with  push-button 
gear  shifts,  with  power  steering  and  power  brakes. 
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BANK  VAULT  ENTRANCE 

Push-Button-Control 


work.  With  the  Herring.  Hall .  Mar¬ 
vin  5-Star  Vault  Entrance,  this  can 
never  happen. 

The  fluted  panel  which  covers 
the  bolt  mechanism  presents  a 
handsome  appearance  when  the 
door  is  open.  Access  to  the  mecha¬ 
nism  is  gained  by  unlocking  and 
opening  the  hinged  door  seen  in 
the  illustration. 

Addingtothehandsome,  modern 
appearance  is  the  newly-designed 
day  gate  seen  here. 

These  illustrations  show  the  5- 
Star  door  as  it  is  built  in  3’/2-inch 
and  in  7-inch  thickness.  In  10-inch 
and  greater  thicknesses,  the  con¬ 
struction  is  somewhat  different, 
but  operation  is  exactly  the  same. 


VERTICAL  SECTION 


PLAN  SECTION 


ARCHITRAVES  FOR  THE  H*H*M 
“5-STAR”  VAULT  ENTRANCE  BUILT 
TO  THE  ARCHITECT’S  SPECIFICATIONS 


Architects  may  give  full  scope  to  their  imagination 
in  designing  architraves  for  the  Herring. Hall.  Marvin 
5-Star  Vault  Entrance.  They  are  built  to  the 
architect’s  specifications. 

Shown  here  are  a  few  of  the  many  possibilities 
in  design  and  arrangement.  The  numbers  are  for 
convenience  in  reference. 
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HERRING  •  HALL  •  MARVIN  DRIVE-IN  WINDOWS 


The  two  models  shown  here  and  on  the  follow¬ 
ing  page  have  all  the  features  that  make  for  ut¬ 
most  security  coupled  with  convenience  for  the 
customer  and  ease  of  operation  for  the  teller. 
Their  design  is  in  keeping  with  the  modern 
trend  in  bank  architecture.  In  addition  to  these 
standard  models,  Herring.  Hall .  Marvin  serv¬ 
ice  includes  the  manufacture  of  drive-in  and 
walk-up  windows  to  fit  any  customer’s  require¬ 
ment  or  architect’s  specification. 


"5-STAR”  MODEL 


Available  in  bay  type,  shown  here,  also  in  flush 
type,  and  regularly  furnished  in  two  widths— 67", 
shown  here,  and  48".  An  extra-large  model,  80" 
wide,  is  also  available. 

Stainless  steel  with  Underwriters’  Laboratories 
approved  bullet-resisting  glass  (clear  or  tinted). 
Counter  top— linoleum,  bound  with  stainless 
steel.  Electric  wiring  and  automatic  receiving 
drawer  are  listed  by  Underwriters’  Laboratories. 


Receiving  drawer(U.S.  Patent  2,722,179)  is  push¬ 
button  controlled. 

Equipment  includes  two  cash  drawers  and  two 
storage  drawers,  built-in  electrical  system  com¬ 
plete  with  conduits,  call  buttons,  microphones, 
speaker,  two  double  convenience  outlets.  Self- 
contained  heater  and  defroster  available  at  extra 
charge. 
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Bay  type,  80"  wide.  Counter  space,  80"  x  24". 
180-degree  visibility. 

Stainless  steel  with  Underwriters'  Laboratories 
approved  bullet-resisting  glass  (clear  or  tinted). 
Counter  top— linoleum,  bound  with  stainless 
steel.  Electric  wiring  and  automatic  receiving 
drawer  are  listed  by  Underwriters'  Laboratories. 
Receivingdrawer(U.S.  Patent2,722,179)  is  push¬ 


button  controlled. 

Equipment  includes  two  cash  drawers  and  two 
storage  drawers,  built-in  electrical  system  com¬ 
plete  with  conduits,  call  buttons,  microphones, 
speaker,  two  double  convenience  outlets.  Self- 
contained  heater  and  defroster  available  at  extra 
charge. 


TYPICAL  INSTALLATIONS  OF  H*H*M  DRIVE-IN  WINDOWS 


(ABOVE).  The  modern  design  of  the  “5-Star” 
Herring  .  Hall  .  Marvin  Drive-In  Window 
extends  a  friendly  invitation  to  drive  right 
up  and  bank. 


(BELOW).  Installation  of  specially-designed 
Herring. Hall.  Marvin  Drive-In  Windows  in 
West  Broad  St.  branch  of  City  National  Bank 
&  Trust  Co.,  Columbus,  Ohio. 


HERRING  •  HALL  •  MARVIN 


"5-STAR”  DEPOSITORY 
MODEL  901 

This  is  a  dual-head  depdsitory  with 
counterbalanced  and  hinged  door 
attached  to  an  extra  large  hopper 
for  bags  and  other  bulky  packages. 
Immediately  above  this  door  is  an 
envelope  deposit  slot  with  hinged 
cover.  The  envelope  slot  is  con¬ 
nected  to  separate  chute. 

The  outside  face  plate  is  stain¬ 
less  steel,  22%  inches  high  by  213^ 
inches  wide  by  I/2  inch  thick.  The 
opening  into  the  hopper  receptacle 
is  141/2  inches  by  6  inches  by  7/2 
inches.  The  envelope  slot  opening 
is  5  inches  by  %  inch. 

The  depository  face  is  fluted 
stainless  steel.  The  weather  hood 
provides  protection  against  water 
entering  the  depository  head  dur¬ 
ing  a  driving  rain.  The  glass  panel 
(“Night  Depository”)  has  electric 
illumination  which  lights  the  entire 
face  of  the  depository. 


Cross  section  of  Model  901  5-Star  Depository 
and  Receiving  Safe 

The  depository  head  chute  and  safe  are  as¬ 
sembled  and  placed  within  the  prepared 
masonry  wall  opening  from  the  inside  of  the 
bank.  Installation  drawings  are  furnished  with 
each  shipment. 

The  chute  is  made  of  heavy  steel,  electrically 
welded.  The  serrated  steel  at  the  back  of  the 
receiving  compartment  provides  protection 
against  “fishing”. 

Where  a  safe  of  greater  capacity  is  necessary, 
it  is  often  advisable  to  locate  the  deposit  safe 
in  the  basement.  This  is  done  by  extending  the 
chute  through  the  first  floor  and  attaching  to 
safe  in  the  usual  manner. 
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BANK  DEPOSITORIES 


’'5-STAR”  ENVELOPE  DEPOSITORY 


Model  910 


The  outside  face  plate  is  stainless  steel,  13 
inches  high  by  21^4  inches  wide,  by  ^-inch 
thick.  Envelope  slot,  5  inches  by  34  inch,  has 
hinged  cover.  Envelopes,  when  deposited  in 
the  slot,  pass  through  a  welded  steel  chute  into 
a  receiving  safe  inside  the  bank. 

The  glass  panel  (“Envelope  Depository”)  has 
electric  illumination  which  lights  the  entire  face 
of  the  depository. 


herring -HAI.L'MARVIN- SAFE  CO. 


SIMPLEX  DEPOSITORY 
Model  718 


Designed  for  a  simple,  low-cost  installation 
with  no  sacrifice  of  quality. 

Like  the  “5-Star”  model,  this  is  a  dual-head 
depository,  with  a  big  counter-balanced  hinged 
door  for  bags  and  other  bulky  packages  and  a 
slot,  with  hinged  cover,  for  envelopes.  It  is 
available  also  without  envelope  slot. 

Concealed  electric  illumination  is  standard 
equipment. 

The  receiving  safe  chute  is  steel,  im¬ 
bedded  in  reinforced  concrete. 

All  exterior  surfaces  are  satin-finished  stain¬ 
less  steel. 


"5-STAR”  ENVELOPE  DEPOSITORY 
Model  920 

This  new  unit  not  only  receives  envelope  de¬ 
posits,  but  also  provides  an  envelope  for  each 
customer's  use. 

The  pull-out  writing  shelf  carries  with  it  an 
envelope.  When  the  flap  covering  the  deposit 
slot  is  raised,  the  writing  shelf  is  automatically 
retracted  to  the  closed  position. 

Outside  face  plate  is  stainless  steel,  I914 
inches  higbby  2I34  inches  wide  by  |/2-irich  thick. 

The  glass  panel  (“Envelope  Depository”)  has 
electric  illumination  which  lights  the  entire  face 
of  the  depository. 


HEKRINCJ- H,\'L'L*MAflVIN*SAFE  CO 


ENVELOPES 


DEPOSITORY 


HAU'MA>»m  SAFc  CO. 


ENVELOPE  DEPOSITS 

- J - - 


Cross  section  of  typical 
“Simplex”  installation. 
Shows  entrance  closed  and 
electrically  welded  heavy 
steel  chute  with  H  •  H  •  M  Re¬ 
ceiving  Safe.  Note  receiving 
safe  anchored  in  reinforced 
concrete. 
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HERRING*HALL*MARVIN  BANK  DEPOSITORIES 


ENVELOPE'  deposits 
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ENVELOPE  DEPOSITS 
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ROTARY-TYPE  MODELS 


The  outstanding  feature  of  this  depository  is  a 
rotary  cylinder  which  provides  maximum  protec¬ 
tion  against  “fishing”.  Close  tolerances,  rotary 
action  and  sealed  chute  entrance  make  insertion 
of  wires  or  other  instrument  impossible  without 
jamming  operation  of  the  cylinder.  A  connecting 
link  rotates  the  cylinder  as  outside  door  is  closed 
and  opened.  Customers  cannot  injure  fingers. 

NIGHT  DEPOSITORY.  Inner  safety  door  makes  cer¬ 
tain  that  the  deposit  has  left  the  depository  head 
and  dropped  into  the  chute.  The  inner  safety  door 
must  be  pushed  inward  when  a  bag  is  deposited. 
The  outside  door  is  then  closed,  rotating  the 
cylinder  so  that  the  bag  will  drop  into  the  chute. 
Customer  cannot  remove  his  key  from  the  deposi¬ 
tory  lock  until  he  has  again  opened  the  outside 
door,  pulled  the  safety  door  outward  to  its  original 
position  and  raised  the  outer  door,  thus  revolving 
the  cylinder  to  its  closed  position.  This  action  as¬ 
sures  the  customer  that  the  bag  has  passed  into 
the  chute. 

A  ground  glass  housing  with  the  lettering  “Night 
Depository”  illuminated  from  within,  as  shown  in 
photo  of  “24-Hour  Depository”  herewith,  is  op¬ 
tional  equipment. 


24-HOUR  DEPOSITORY— No  Key  Required.  An  ex¬ 
tension  ofthe  convenience  of  the  Night  Depository 
which  is  gaining  wide  acceptance.  The  construc¬ 
tion  is  the  same  as  in  the  Night  Depository  except 
for  the  inner  safety  door  and  the  key-locking 
feature. 

A  ground  glass  housing  with  the  lettering 
“24-Hour  Depository”  illuminated  from  within, 
as  shown,  is  optional  equipment. 

H .  H .  M .  24-Hour  Depositories  are  designed  to 
accept  bulk  deposits  in  bags  and  individual  de¬ 
posits  in  envelopes  without  the  use  of  a  key. 
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DEPOSITORY 
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Cross-section  shows  typical 
“Rotary”  installation  (night 
or  24-hour),  with  outer  door 
closed  and  inner  receptacle 
in  closed  position.  Receiving 
safe  shown  here  as  located 
^  on  main  floor  of  bank,  but 
in  may  be  located  in  basement 
when  so  desired.  Note  re¬ 
ceiving  safe  anchored  in  re¬ 
inforced  concrete. 


RECEIVING  SAFES 


Herring.  Hall .  Marvin  Receiving  Safes  are  made 
with  a  large  circular  door  for  convenience  in  re¬ 
moving  bags.  The  safe  is  equipped  with  a  four- 
tumbler  combination  lock.  A  dual  locking  arrange¬ 
ment  makes  it  necessary  for  two  persons  to  be 
present  to  open  the  safe.  Models  are  available 
with  capacity  from  25  to  100  standard  size  de¬ 
pository  bags.  (Special  larger  sizes  also  available). 

All  standard  receiving  safes  carry  the  Under¬ 
writers’  Laboratories  relocking  device  label,  certi¬ 
fying  the  additional  burglary  resistance  which  is 
built  into  the  safe  door.  All  rate  bank  insurance 
Classification  “B”— the  highest  available  protec¬ 
tion.  All  can  be  equipped,  when  so  ordered,  with 
120-hour  timelock  as  an  additional  safeguard. 


HERRING*HALL*MARVIN  NON-GROUT  SINGLE  AND 
DOUBLE  DOOR  FIRE-RESISTIVE  VAULT  ENTRANCES 


FEATURES 

CERTIFICATION.  All  models  carry  three  labels;  the  Underwriters’ 
Laboratories  and  the  Safe  Manufacturers  Association  labels  certi¬ 
fying  to  the  degree  of  fire  resistance;  the  Underwriters’  Labora¬ 
tories  Relocking  Device  label  which  earns  a  10%  reduction  in 
burglary  insurance  rates. 

RELOCKING  MECHANISM.  This  device  gives  added  burglary  pro¬ 
tection,  automatically  relocking  and  setting  the  bolts  in  case  of 
attack  upon  the  locking  mechanism. 

ESCAPE  DEVICE.  This  device  makes  it  possible  for  a  person  when 
locked  inside  the  vault,  either  by  accident  or  in  a  holdup,  to  release 
the  boltwork  from  the  inside  and  open  the  door. 

INTERLOCKING  FLANGE.  A  feature  on  all  2-,  4-,  and  6-hour  models. 
Full  interlocking  flange  on  hinge  side  prevents  removal  of  door 
even  when  hinges  are  removed.  The  Spring  Seal  Strip — an  ex¬ 
clusive  H.  H.  M  patented  feature— effectively  seals  the  interlock¬ 
ing  jamb  when  door  is  closed. 

LOCKING  DETENT.  A  feature  on  all  2-,  4-,  and  6-hour  models.  This 
device  holds  the  boltwork  of  the  door  in  the  unlocked  position  at 
all  times  when  the  door  is  in  the  open  position.  Without  this  device, 
the  boltwork  may  be  seriously  damaged  by  attempting  to  close  the 
door  with  the  locking  bolts  in  the  "thrown”  or  "locked”  position. 

FLAT  SILL.  Allows  door  to  swing  %"  above  the  finished  floor,  pre¬ 
sents  a  practically  flush  surface  for  rolling  buses  and  vault  trucks 
in  and  out  of  the  vault. 

BALL  BEARING  HINGES.  Prevent  sagging  of  the  door  and  excessive 
wear  caused  by  friction.  Door  is  opened  and  closed  with  the  mini¬ 
mum  of  effort. 

FINISH.  French  gray  finish  is  standard,  but  almost  any  desired 
metal  finish  is  available  on  special  orders.  On  2-,  4-  and  6-hour 
models  the  handle  and  combination  lock  are  set  in  a  decorative 
stainless  steel  panel. 

INSTALLATION.  All  Herring.  Hall •  Marvin  Vault  Entrances  are  de¬ 
signed  for  the  utmost  ease  and  economy  of  installation.  No  grout¬ 
ing  is  required,  although  any  2-hour,  4-hour  or  6-hour  model  may 
be  grouted  into  the  masonry  when  so  desired.  Plaster  or  other  wall 
finish  may  be  applied  before  installation  of  vault  entrance.  Com¬ 
plete  printed  instructions  are  included  with  each  shipment.  The 
door  may  be  hinged  to  swing  right  or  left,  as  specified. 


DOOR  SELECTION  GUIDE 

'/2-HOUR  FIRE-RESISTANCE.  Model  63  should  be  used  only  in  modern 
fire-resistive  buildings  having  metal  trim  and  doors  and  where 
minimum  fire  hazard  exists,  and  only  in  connection  with  storage 
rooms  housing  records  of  minor  importance. 


DOUBLE  DOOR  VAULT  ENTRANCE 


Full  42"  clearance  for  easier  movement  of 
record  busses  and  trucks. 


1- HOUR  FIRE-RESISTANCE.  Model  64  should  be  used  where  the  fire  hazard  is 
low,  yet  requires  more  than  '/2-hour  resistance,  as  in  top  floors  of  fire-resistive 
buildings  and  in  vaults  containing  partly  essential  records.  May  be  used  to 
protect  semi-valuable  merchandise,  replaceable  supplies  and  materials  ancF 
general  filing. 

2- HOUR  FIRE-RESISTANCE.  Model  7832-2  or  Model  7842-2  should  be  used 
to  protect  useful  but  replaceable  records  and  where  there  is  a  normal  con¬ 
centration  of  combustible  material;  for  the  protection  of  all  records  in  buildings 
of  fireproof  construction  when  vault  is  above  the  second  floor;  in  private 
dwellings  for  the  protection  of  clothing,  valuable  household  items,  etc. 

4-HOUR  FIRE-RESISTANCE.  Model  7832-4  or  Model  7842-4  should  be  used 
to  protect  important  but  not  permanent  records,  or  for  permanent  records 
if  the  building  is  fire-resistive.  May  also  be  used  to  protect  semi-valuable 
merchandise  and  materials. 

6-HOUR  FIRE-RESISTANCE.  Model  7832-6  or  Model  7842-6  should  be  used 
under  any  and  all  fire  hazards  for  the  protection  of  vital  and  permanent 
records  and  all  merchandise  except  jewels,  precious  metals  and  money;  for 
all  basement  and  ground  floor  vaults  and  where  there  is  only  one  vault. 


The  swinging  grille  gate  here 
shown  is  available,  at  extra 
cost,  with  any  Herring.  Hall. 
Marvin  Vault  Entrance.  Paint¬ 
ed  finish  is  standard;  satin 
nickel  finish  will  be  furnished 
when  specified. 


ROUGHING-IN  DATA  for  HERRING*HALL*MARVIN 
NON-GROUT  FIRE-RESISTIVE  VAULT  ENTRANCES 


Vi-HOUR  SINGLE  DOOR— MODEL  63 
1-HOUR  SINGLE  DOOR— MODEL  64 


2-HOUR  SINGLE  DOOR— MODEL  7832 
4-HOUR  SINGLE  DOOR— MODEL  7832 


Underwriters'  Laboratories  certified.  Flat  sill,  non-grout. 


Underwriters’  Laboratories  certified.  Flat  sill,  non-grout 
type,  but  can  be  grouted  if  so  desired. 
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2-HOUR  DOUBLE  DOOR— MODEL  7842-2 
4-HOUR  DOUBLE  DOOR— MODEL  7842-4 

Underwriters’  Laboratories  certified.  Flat  sill,  non-grout 
type,  but  can  be  grouted  if  so  desired. 


6-HOUR  DOUBLE  DOOR— MODEL  7842-6 

Underwriters’  Laboratories  certified.  Flat  sill,  non-grout 
type,  but  can  be  grouted  if  so  desired. 


AUTOMATIC  VENTJLATiON  DOOR 


i.  -. 


type,  but  can  be  grouted  if  so  desired. 


Vaults  should  be  provided  with  an  ef¬ 
fective  means  of  ventilation.  A  constant 
change  of  air  is  also  desirable  to  prevent 
dampness. 

This  Herring.  Hall.  Marvin  door  is  built 
in  accordance  with  Underwriters’  Labo¬ 
ratories  standards  for  2-hour,  4-hour  and 
6-hour  fire-resistive  rating.  The  general 
construction  is  similar  to  our  main  en¬ 
trance  doors.  Clear  opening  through  the 
jambs  is  24"  square.  Upon  application  of 
heat  to  the  outside  area,  an  automatic 
device  closes  the  door  and  actuates  the 
locking  bolts. 

There  is  no  combination  lock  or  throw- 
bolt  handle  on  the  outside  of  the  door. 
In  normal  operation,  the  door  is  pulled  to 
the  closed  position  from  inside  the  vault. 
A  boltwork  release  handle  is  provided  on 
the  inside  of  the  door.  The  door  may  be 
hinged  to  swing  right  or  left,  as  specified. 

A  hinged  grille  gate  with  spring  bolt 
catch  is  attached  at  the  inside  of  the 
vestibule. 


FUR  VAULT  STORAGE  ENTRANCE 


The  general  construction  of 
this  vault  entrance — bolt- 
work,  combination  lock,  etc. 
— is  the  same  as  in  the 
standard  Model  7832-4 
vault  entrance. 


A  special  feature  of  this 
equipment  is  a  double  pres¬ 
sure  system  operated  by  a 
six-spoke  pilot  wheel. 

It  carries  Underwriters’ 
Laboratories  four-hour  fire 
label  with  rielocking  device. 
Group  1,  also  the  four-hour 
fire  certification  label  of  the 
Safe  Manufacturers  National 
Association. 


The  door  swings  on  three 
satin-nickel  ball-bearing 
'  hinges,  and  will  be  furnished 

for  right  or  left  swing,  as 
(£)  specified. 


No  grouting  is  required, 
although  this  entrance  may 
be  grouted  into  the  masonry 
when  so  desired. 


The  outside  of  the  door 
and  architrave  are  satin- 
steel  finish.  The  inside  of 
the  door  is  in  French  gray 
finish. 


HERRING  •  HALL 


For  the  equipment  of  a  new  bank- 
ing  room  or  the  remodeling  of  an 
old  one,  we  have  developed  a  re- 
markably  flexible  system  for  cre¬ 
ating  custom-designed  bank 
counters  at  production  prices. 

As  regularly  furnished,  the 
teller’s  side  of  the  counter  com¬ 
ponents  is  finished  in  the  cus-  f 
tomer’s  choice  of  seven  decorator 
colors— beige,  sprucegreen,  sprout 
green,  cocoa,  gray,  French  gray, 
French  blue.  Finished  fronts  are  're¬ 
furnished,  as  specified,  in  Formica 
or  painted  steel;  counter  tops  in 
Formica  or  steel  covered  with 
linoleum. 

Shown  here  are  a  number  of  ^ 
installations  made  from  standard 
units.  Special  equipment  will  be 
built  when  the  bank’s  require- 
ments  or  the  architect’s  specifica-  ? 
tions  call  for  it. 


An  excellent  arrangement  of  front  counter  cash 
drawer  and  storage  units,  with  return  units  be¬ 
tween  tellers’  stations,  occupying  three  sides  of 
the  main  banking  room  in  the  Beloit  State  Bank, 
Beloit,  Wisconsin.  Inset  photo  shows  interior  of 
each  teller’s  station.  A  noteworthy  example  of 
efficient  arrangement  of  the  various  units  in  a 
completely-equipped  teller’s  station. 


Straight-line  arrangement  of  front 
counter  storage,  cash  drawer  and 
machine-well  units  in  the  Broad¬ 
way  branch  of  Schenectady  (N.Y.) 
Savings  Bank.  Counter  fronts  and 
tops  are  covered  with  Formica. 
Wickets  are  Stainless  Steel. 
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i  MARVIN  BANK  COUNTER  COMPONENTS 


interesting  serpentine 
arrangement  of  front 
counter  storage  and  cash 
drawer  units  in  the  Na¬ 
tional  Bank  of  Lebanon 
(N.H.)  Inset  photo  shows 
section  of  customers' 
side  of  counter. 


5-drawer  front  counter 
units,  arranged  in  pairs, 
with  knee-space  apron 
sections,  in  the  Mer¬ 
chants  Savings  Bank, 
Manchester,  N.  H. 


An  excellent  example  of  the  machine- 
well  type  of  counter  installation,  ar¬ 
ranged  so  that  the  computing  machine 
is  equally  accessible  to  two  tellers.  Photo 
shows  a  section  of  the  banking  room  in 
The  Springfield  Institution  for  Savings, 
Winchester  Square  Branch,  Springfield, 
Massachusetts. 


HERRING*  HALL' MARVIN 
TELLER'S  &  NOTE  BUSSES 


Herring. Hall. Marvin  Teller’s  and  Note  Busses,  which  are 
really  modern  counters  and  files  on  wheels,  are  designed 
to  go  right  up  to  the  teller's  counter  or  under  the  counter. 
Yet  they  are  so  rigidly  constructed,  so  firmly  mounted  on 
oversize  casters,  that,  even  when  heavily  loaded,  they  may 
be  rolled  from  one  place  to  another— from  banking  room  to 
vault,  for  example,  soundlessly  and  with  practically  no  effort. 

Available  in  the  ten  popular  styles,  shown  here,  all  are 
designed  to  be  used  in  connection  with  our  standard  bank 
counter  components  or  as  completely  separate  and  de¬ 
tached  units.  To  fit  in  with  any  decorative  scheme,  these 
busses  are  furnished  in  a  choice  of  seven  decorator  colors- 
beige,  spruce  green,  sprout  green,  cocoa,  gray,  French 
gray,  French  blue. 


Form  400-226—9-56 


A  typical  installa¬ 
tion  of  the  Type 
300  Teller's  Bus. 


Type  400  Savings  &  Loan  Bus.  Accommodates  3"  x  5" 
signature  cards  and  10"  x  7"  or  9"  x  7"  account  cards. 


TELLER’S  BUS 
Type  300 


NOTE  BUS 
Type  600 
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TELLER’S  BUS 
Type  3734 


TELLER’S  BUS  WITH 
SLIDING  TOP.  Type  300  ST 


MACHINE  STAND  BUS 

Type  250  TELLER’S  BUS 

Type  500 
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SAVINGS  &  LOAN  BUS 
Type  400 


NOTE  BUS 
Type  1000 


CASH  TRAY  BUS 
Type  1200 


SAVINGS  &  LOAN  BUS 
Type  400  ST 


Printed  in  U.S.  A. 


